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Unboxing Guide

Scan the QR code to access our online guides for detailed on how to
unbox, assemble, set up the printer and start your first print.

bambulab.com/support/unboxing

Download Bambu Studio and Bambu Handy

Scan the QR code to download Bambu Studio and Bambu Handy, which
allow you to remotely control your printer and monitor your prints in real
time.

bambulab.com/download

Explore more cool models

Scan the QR code to visit MakerWorld, our 3D models community, where
you can find a variety of free models, and create top-notch designs
using powerful tools like MakerLab and Maker's Supply.

makerworld.com

Get help

Scan the QR code to visit our support center, contact technical support,
and access more useful tutorials.

bambulab.com/support



Read before use

+ For best results, we recommend using Bambu filaments, which have been rigorously tested
for compatibility, safety, and stability with the AMS 2 Pro.

+ To prevent the filament getting stuck, do not use flexible filaments such as TPU with a
hardness level below 95A or damp PVA in the AMS 2 Pro.

* The AMS 2 Pro supports a spool width between 50 mm to 68 mm and a diameter between
197 mm to 202 mm. We recommend using plastic spools in the AMS 2 Pro. If filaments with
cardboard spools are used, it is recommended to pair them with a spool adapter to reduce
roll slipping and debris.

* You can use the drying function of an AMS 2 Pro using only a 6-pin cable to connect it to
an H2 series printer without an additional power supply. If you need to dry filaments in
multiple AMS 2 Pro units, you need to purchase official Bambu Lab power adapters to
power the drying function of the other AMS 2 Pro units.

« If using X1 or P1 series printers with one or more AMS 2 Pro units, each unit will require an
official Bambu Lab power adapter to power the drying function. Otherwise, the drying
function will not be available.

+ During the filament drying process, the air intake and vent will open for the AMS 2 Pro to
remove moisture through external air circulation. Please ensure the air intake and vent are
not blocked, to ensure optimum drying efficiency.
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Included accessories

Bambu Bus Desiccant PTFE Tube
Cable 6-pin



Connect the AMS 2 Pro to H2 series printers

@

Top Glass Cover Filament Outlet

PTFE Tube

T —

Coupler - Upper* [ | @ ( :}I
(Right Hotend)

—
PTFE Tube
Coupler - Lower*
(Left Hotend) @

@ Place the top glass cover and AMS 2 Pro on top of the printer.

@ Insert the PTFE tube on the AMS 2 Pro's filament outlet into any PTFE tube coupler of the
printer, and push the tube forward for approximately 10 cm until it stops (if you can see the
PTFE tube from the window next to the buffer from the front of the printer, it is correctly
inserted).



Connect the AMS 2 Pro to H2 series printers

Bambu Bus Cable 6-pin @

() Take out the Bambu Bus Cable 6-pin from the AMS 2 Pro. Connect it to the printer and

either 6-pin port of the AMS 2 Pro.
* The upper and lower PTFE tube couplers correspond to different hotends. Connecting the AMS 2 Pro to the
upper coupler allows the right hotend to print in multiple colors. Connecting it to the lower coupler
allows multi-color printing with the left hotend. Using two AMS 2 Pro units allows both hotends to support
multi-color printing independently.



Connect the AMS 2 Pro to X1 and P1 series printers

Filament Outlet

@ Top Glass Cover

550 mm PTFE Tube (3)

370 mm PTFE Tube (&)

Filament Buffer @

@ Place the top glass cover on top of the printer.

@ Use 2 M3*21.5 screws to fix the filament buffer to the printer.

® Insert one end of the 550 mm PTFE tube to the filament outlet of the AMS 2 Pro, and the
other end to the left of the filament buffer.

® Insert one end of the 370 mm PTFE tube to the PTFE tube coupler of the printer, and the
other end to the right of the filament buffer.



Connect the AMS 2 Pro to X1 and P1 series printers

@ 24V 4A Power
Supply

@ Bambu Bus Filament Buffer
Cable 6-pin

Bambu Bus Cable @
4-pin

® Connect the L-shape end of the Bambu Bus cable 4-pin to the printer, and the other end to
the bottom the filament buffer.

(® Connect the one end of the Bambu Bus cable 6-pin to either 6-pin port of the AMS 2 Pro,
and the other end to the left of the filament buffer.

@ Connect the 24V 4A power supply to the power connector of the AMS 2 Pro.






